
COMING SOON

PRESTO 2.5 5 7.5 10

Capacity litres 2.5 5 7.5 10

Initial draw-off 180ml cups 15 30 45 60

Recovery per minute 180ml cups 2 2 2 2

First hour delivery 180ml cups 120 135 150 175

Time for 1st cup min 6 7 7 10

Heating element kw 1.8 2.0 2.0 2.0

Min. supply pressure kPa 20 20 20 20

Max. supply pressure kPa 1000 1000 1000 1000

Weight (empty) kg 6.6 8.5 8.7 10

Dimensions WxHxD  mm 275x365x165 320x448x195 320x448x195 348x460x225

CODE – Stainless Steel – FP2.5SS FP5.0SS FP7.5SS FP10.0SS

> Wall mounted – no loose boiling water units  
 on counter tops, prevents scalding and  
 saves counter space

> Steam free – no dangerous hot steam expelled  
 from the unit, safe for maintenance workers,  
 home and office

> Safety sensor – prevents unit from overflowing

>  Smooth stainless steel or epoxy coated  
 finish – easy to keep clean, bacteria free and  
 hygienic, ideal for use in sterile conditions  
 (e.g. hospitals, kitchens)

>  Energy saving of up to 75% when compared  
 to other conventional means of boiling water

>  Efficient filling method – saves electricity  
 and time by filling in stages

> PRESTO
WALL MOUNTED, INSTANT 
BOILING WATER DISPENSERS


